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3 3/4" ACTUAL

UL DESIGN NO. U442

5" PARTITION - 1HR

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 2 1/2" METAL STUDS
- 5/8" GYPSUM BOARD
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4 7/8" ACTUAL

5" PARTITION

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 3 5/8" METAL STUDS
- 5/8" GYPSUM BOARD

BRACE PARTION TO
STRUCT. ABOVE.
REF SPEC. STUDS
& GYP. BD. TO
EXTEND 1 1/2" TO
6" ABOVE CEILING
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UL DESIGN NO. U442

5" PARTITION - 1HR

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 3 5/8" METAL STUDS
- 5/8" GYPSUM BOARD

A2AS = PROVIDE  SOUND INSULATION

SOUND INSULATION AT
TYPE 'A2AS' ONLY

A3AS = PROVIDE  SOUND INSULATION

SOUND INSULATION AT
TYPE 'A3AS' ONLY
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UL DESIGN NO. U465
5" PARTITION - 1HR

WALL ASSEMBLY
- (2) LAYERS 5/8" GYPSUM BOARD
- 3 5/8" METAL STUDS
- 5/8"  GYPSUM BOARD

A3FS = PROVIDE  SOUND INSULATION

SOUND INSULATION AT
TYPE 'A3FS' ONLY
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UL DESIGN NO. U465
7" PARTITION - 1HR

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 6" METAL STUDS
- 5/8" GYPSUM BOARD

A6AS = PROVIDE  SOUND INSULATION

SOUND INSULATION AT
TYPE 'A6AS' ONLY
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5" FURRING

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- POLY VAPOR RETARDER
- 3 5/8" METAL STUDS
- 5/8" GYPSUM BOARD

FACE OF WALL

D3AS = PROVIDE  SOUND INSULATION

SOUND INSULATION AT
TYPE 'F3AS' ONLY
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3" FURRING

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 2 1/2" METAL STUDS

FACE OF WALL

BRACE PARTION
TO STRUCT.
ABOVE.  REF SPEC.
STUDS & GYP. BD.
TO EXTEND 4" TO
6" ABOVE CEILING
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3"  FURRING

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 2 1/2" METAL STUDS

FACE OF WALL
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2" FURRING

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 7/8" HAT CHANNELS @ 16" O.C.

FACE OF WALL /
COLUMN
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UL DESIGN NO. U415

3 3/4" SHAFTWALL - 2HR

WALL ASSEMBLY
- 1" GYPSUM BOARD LINER
- 2 1/2" C-H METAL STUDS @ 24" O.C.
- UL RATED BLANKET INSULATION
- 5/8" GYPSUM BOARD
- 5/8" GYPSUM BOARD

SEAL GAPS PER
CODE OR SOUND
WALL.  REF SPEC.

2 1/2" METAL 'J' RUNNERS
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WALL ASSEMBLY
-  5/8" GYPSUM BOARD
- 3 5/8" METAL STUDS
- 5/8" WATER RESISTANT GYPSUM BOARD

A3DS = PROVIDE  SOUND INSULATION

SOUND INSULATION AT
TYPE 'A3GS' ONLY
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8" CIP - 1HR or 2HR

WALL ASSEMBLY
 - 8" CAST IN PLACE CONCRETE

REF STRUCT. FOR
 REINFORCING
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EXTERIOR WALL - EXISTING

FACE OF WALL

WALL BASE AS SCHEDULED
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EXTERIOR WALL

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 6" METAL STUDS
- 5/8" WALL SHEATHING
- AIR BARRIER
- 2" RIGID INSULATION
- AIR SPACE
- BRICK VENEER

FACE OF WALL

WALL BASE AS SCHEDULED

WALL ASSEMBLY
- 8" CMU
- 5/8" WALL SHEATHING
- 2" RIGID INSULATION
- AIR BARRIER
- AIR SPACE
- BRICK VENEER
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UL DESIGN NO. U465
7" PARTITION - 1HR

WALL ASSEMBLY
- (2) LAYERS 5/8" GYPSUM
BOARD
- 6" METAL STUDS
- (2) LAYERS 5/8" GYPSUM
 BOARD

A6G.2S = PROVIDE  SOUND INSULATION

SOUND INSULATION AT
TYPE 'A6AS' ONLY

UL DESIGN NO. U442

5" PARTITION - 1HR
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2" FURRING

WALL ASSEMBLY
- 5/8" GYPSUM BOARD
- 1 5/8" METAL STUDS

FACE OF WALL

BRACE PARTION
TO STRUCT.
ABOVE.  REF SPEC.
STUDS & GYP. BD.
TO EXTEND 4" TO
6" ABOVE CEILING

D2AS = PROVIDE  SOUND INSULATION

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F.

TERMINATE GYPSUM
BOARD @ 1/2" A.F.F. TERMINATE GYPSUM

BOARD 1/2" A.F.F.
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UL DESIGN NO. X X X X

PARTITION NAME

WALL ASSEMBLY
- X X X X
- X X X X

XXXS = PROVIDE  SOUND INSULATION

SOUND INSULATION AS NOTED

ASSEMBLY LEGEND

WALL TAG DESIGNATOR

SEAL GAPS PER CODE OR
SOUND WALL - REF. SPEC.

FINISH FLOOR & BASE  REF
ROOM FINISH SCHED.

CEILING LINE

UNDERSIDE OF DECK
STRUCTURE

SLIP TRACK - PROVIDE 1/2"
DEFLECTION.

FLOOR CONSTRUCTION

FLOOR ASSEMBLY:
-  REINFORCED CONCRETE SLAB (REF STRUCT FOR SIZE)
-  VAPOR BARRIER
-  DRAINAGE FILL

*  REF STRUCTURAL FOR ADDITIONAL INFORMATION

FLOOR CONSTRUCTION

FLOOR ASSEMBLY:
-  6 1/2" CONCRETE FLOOR (REF STRUCT)
-  1 1/2" METAL FLOOR DECK (REF STRUCT)
-  STRUCTURAL STEEL (REF STRUCT)

*  REF STRUCTURAL FOR ADDITIONAL INFORMATION

ROOF (FLOOR) CONSTRUCTION

ROOF (FUTURE FLOOR) ASSEMBLY:
-  ADHERED ROOFING MEMBRANE
-  TAPERED RIGID ISO ROOF INSULATION
-  2" BASE LAYER RIGID ISO ROOF INSULATION
-  VAPOR RETARDER
-  6 1/2" CONCRETE FLOOR (REF STRUCT)
-  1 1/2" METAL FLOOR DECK (REF STRUCT)
-  STEEL BEAM OR JOIST (REF STRUCT)

*  REF STRUCTURAL FOR ADDITIONAL INFORMATION
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F1 F2 R1

UL DESIGN NO. D902 UL DESIGN NO. D902

FASTENERS AT 24" OC
MAX. TO STRUCTURE

OVERSIZE DEFLECTION
TRACK, SIZE AND GAGE
AS REQUIRED

LONG LEG INSIDE TRACK,
SIZE AND GAGE AS REQ'D

5/8" GYPSUM BOARD ON
METAL STUDS @ 16" OC

STRUCTURE

SCREW(S) AS REQUIRED
PER FLANGE ALLOW
CLEARANCE BELOW
DEFLECTION TRACK
EQUAL TO VOID ABOVE
STUD

1"
 G

A
P

 A
S

 R
E

Q
U
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E

D

FIRE BATT INSULATION AS
REQUIRED

FASTENERS AT 24" OC
MAX. TO DECK

OVERSIZE DEFLECTION
TRACK, SIZE AND GAGE
AS REQUIRED

5/8" GYP. BD AND FIRE
SEALANT BOTH SIDES AT
RATED WALL.  SEE CODE
PLAN

LONG LEG INSIDE TRACK,
SIZE AND GAGE AS
REQUIRED

5/8" GYPSUM BOARD ON
METAL STUDS (SEE
PARTITION TYPE)

DECK

ACOUSTICAL SEALS

SCREW(S) AS REQUIRED
PER FLANGE ALLOW
CLEARANCE BELOW
DEFLECTION TRACK
EQUAL TO VOID ABOVE
STUD

SOUND BATT INSULATION
AS SCHEDULED

PARTITION TYPE INDENTIFICATION

A3A.1

PARTITION
CHARACTER

NOMINAL CORE
THICKNESS
INDICATOR

PARTITION TYPE
DESIGNATOR

PARTITION CHARACTER

A - METAL STUD

D - FURRING

M - MASONRY

S - SHAFT

W - WOOD

Z - Z-FURRING

MODIFIER (OPTIONAL)

PROVIDE STENCILS TO MARK RATING ON WALLS
STENCILED CHARACTERS SHALL BE MINIMUM 4" TALL AND APPLIED USING A
RED PAINT
LOCATE MARKS ON EACH SIDE OF RATED WALL ASSEMBLY APPROXIMATELY
12" BELOW DECK, BUT CONCEALED ABOVE FINISHED CEILING
MINIMUM ONE MARK PER SPACE CENTERED ON WALLS OR 40' O.C. FOR
LARGER SPACES/CORRIDORS
APPLY TO FINAL FINISH FACE OF WALL

F  =  FIRE
S  =  SMOKE
FS=  FIRE/SMOKE

*
*

*

*

*

1
2

RATING

TYPE

# X XHR

RATED WALL I.D.
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VA Medical Center
2501 W. 22nd Street, PO Box 5046
Sioux Falls, SD 57117-5046

BUILDING ASSEMBLIES

5-AE501

100% CONSTRUCTION DOCUMENTS

Acute Inpatient Medical Unit Addition
and Renovation

Sioux Falls VA Health Care System

EOO08/06/12 RAH

438-369

41 123
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 1" = 1'-0"

Legend - Partition Types

PARTITION SCHEDULE

MARK WIDTH DESCRIPTION

A2A 3 3/4" 2 1/2" Metal Studs, 5/8" Gypsum Board on 2 sides to Full Height

A3AS 4 7/8" 3 5/8" Metal Studs, 5/8" Gypsum Board on 2 sides to Full Height - Sound Insulation

A3B 4 7/8" 3 5/8" Metal Studs, 5/8" Gypsum Board on 2 sides to 6" above ceiling

A3DS

A3F 5 1/2" 3 5/8" Metal Studs, 5/8" Gypsum Board on 1 side, (2) 5/8" Gypsum Board on 1 side

A6AS 7 1/4" 6" Metal Studs, 5/8" Gypsum Board on 2 sides to Full Height - Sound Insulation

A6GS.2 8 1/2" 6" Metal Studs, (2) 5/8" Gypsum Board on 2 sides to Full Height - Sound Insulation

CP8 8" 8" Cast In Place Concrete

D1B 2 1/4" 1 5/8" Metal Studs, 5/8" Gypsum Board to 6" above ceiling

D2A 3 1/8" 2 1/2" Metal Studs, 5/8" Gypsum Board to Full Height

D2B 3 1/8" 2 1/2" Metal Studs, 5/8" Gypsum Board to 6" above ceiling

D3A 4 1/4" 3 5/8" Metal Studs, 5/8" Gypsum Board on 1 side to Full Height

D4B 1 1/2" 7/8" Hat Channels, 5/8" Gypsum Board

E1 1' - 2 5/8" Ext. Brick Veneer, air space, Building wrap, 1/2" wood sheathing, 6" metal stud, vapor
retarder, 5/8" gyp wall board

E2 Ext. Brick Veneer, 2" insul, Bldg wrap, 3/4" sheathing, 7 5/8" CMU

S2F 3 3/4" (2) 5/8" Gyp Bd - 2 1/2" Metal CH Studs - UL Rated Insulation - 1" Gyp. Bd. Liner

 1" = 1'-0"1
Legend - Construction Types

 3" = 1'-0"2
DEFLECTION DETAIL - NON RATED

 3" = 1'-0"3
DEFLECTION DETAIL - RATED

MARK REVISION DESCRIPTION DATE


